
PRODUCT DETAILS:

Photometrics are based off engine/bulb photometrics at various
mounting heights.
Suitable for use in wet (outdoor direct rain) locations as defined by NEC
and CEC. Meets United States UL Underwriters Laboratories & CSA
Canadian Standards Association Product Safety Standards
ADA compliant
For more information on how to control your landscape lighting via the
Hinkley Home Automation App, click here.
Bold lines and a clean, minimalist style complement contemporary
architecture
Fits a standard gang junction box
LED integrated components carry a 10-year limited warranty

LUNA
15508SW-testMF1
LED 2700K STEP LIGHT 12V HORIZONTAL
The Luna 12v LED Step Light is the perfect addition
to any exterior lighting plan and compliments the
Hinkley Luna outdoor lantern collection. A
contemporary styled radius front die cast faceplate is
included. The Luna step light is compatible with any
decorator style faceplate and is easily retrofitted to
any receptacle location.
 

DETAILS

FINISH: Satin White

MATERIAL: Zinc-Aluminum Alloy

DIMMABLE: YES, WITH MLV ON
TRANSFORMER
PRIMARY

DIMENSIONS

WIDTH: 4.5"

HEIGHT: 3"

DEPTH: 1.5

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

WATTAGE: 3.80w LED *Included

VOLTAGE: 12v

TRANSFORMER
REQUIRED:

Yes

MOUNTING

LEAD WIRE: 1 X 6"

SHIPPING

CARTON LENGTH: 2.5

CARTON WIDTH: 3.3

CARTON HEIGHT: 5

CARTON WEIGHT: 1
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