
PRODUCT DETAILS:

Suitable for use in dry (indoor) locations as defined by NEC and CEC.
Meets United States UL Underwriters Laboratories & CSA Canadian
Standards Association Product Safety Standards.
This fixture includes multiple down stems in various lengths to customize
the installation height of the fixture, including one 6" stem and two 12"
stems
This item may be hung on a sloped ceiling
LED components carry a 5-year limited warranty
Bold silhouette with dramatic details creates a modern statement
Convertible fixture can be hung as a pendant or semi-flush mount

ELSA
FR35047BX-testMF1
MEDIUM LED CONVERTIBLE PENDANT
Elsa’s tapered form creates a striking silhouette.
Ribbed glass detail, a floating canopy, and stylish
Lacquered Brass and Black Oxide finish options offer
versatility for various design styles, from transitional
to modern.
 

DETAILS

FINISH: Black Oxide

MATERIAL: Steel

GLASS: Cased Opal

SLOPE DEGREE: 90

DIMMABLE: YES, CL TYPE DIMMER
(SSL7A)

DIMENSIONS

WIDTH: 14"

HEIGHT: 11.3"

WEIGHT: 9.3lb

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

WATTAGE: 32w LED *Included

VOLTAGE: 120v

MOUNTING

CANOPY: 5.25" Dia.

LEAD WIRE: 1 X 120"

MAX HEIGHT: 44.3

SHIPPING

CARTON LENGTH: 16

CARTON WIDTH: 16

CARTON HEIGHT: 10.8

CARTON WEIGHT: 10.9
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