
PRODUCT DETAILS:

LumaCore Series products carry a lifetime limited warranty
Suitable for use in wet (outdoor direct rain) locations as defined by NEC
and CEC. Meets United States UL Underwriters Laboratories & CSA
Canadian Standards Association Product Safety Standards
Meets California Energy Commission Title regulations/JA8 when using
the included LED bulb
Photometrics based off engine photometrics.
Fixture mounts to 2” PVC pipe and the die cast mount is also able to be
surface installed
For more information on how to control your landscape lighting via the
Hinkley Home Automation App, click here.
Bold lines and a clean, minimalist style complement contemporary
architecture
A wiring kit and ground spike are supplied

ATLANTIS
55602TT-testMF1
LARGE SQUARE 120V BOLLARD

 

DETAILS

FINISH: Titanium

MATERIAL: Aluminum

GLASS: Etched Lens

DIMMABLE: No

DIMENSIONS

WIDTH: 3"

HEIGHT: 30"

DEPTH: 3

WEIGHT: 5lb

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

WATTAGE: 8w LED *Included

VOLTAGE: 120v

SHIPPING

CARTON LENGTH: 9

CARTON WIDTH: 6

CARTON HEIGHT: 33

CARTON WEIGHT: 6
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