
PRODUCT DETAILS:

Stainless steel provides superior strength and performance
Suitable for use in wet (outdoor direct rain) locations as defined by NEC and CEC. Meets
United States UL Underwriters Laboratories & CSA Canadian Standards Association Product
Safety Standards
Constructed with 316 stainless steel
Concrete pour kit is supplied
IP67 outdoor rated
For more information on how to control your landscape lighting via the Hinkley Home
Automation App, click here.
Optimal drive-over protection up to 4,400 lbs
Bold lines and a clean, minimalist style complement contemporary architecture

FLARE
15740SS
12V LED QUAD-DIRECTIONAL WELL LIGHT
Flare's integrated LED indicator lighting is avaliable in
either small or latge uni-directional well lights, as well
as small or large quad-directional well light options to
ensure success on every project. Constructed with
heavy duty cast 316 stainless steel, a burial sleeve is
included. Flare LED lights are drive over rated up to
4000lb.
 

DETAILS

FINISH: Stainless Steel

MATERIAL: Stainless Steel

GLASS: Frosted

DIMMABLE: No

DIMENSIONS

WIDTH: 2.8"

HEIGHT: 2.8"

DEPTH: 5.8

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

WATTAGE: 4w LED *Included

VOLTAGE: 12v

VOLT AMPS: 4.8

TRANSFORMER
REQUIRED:

Yes

MOUNTING

LEAD WIRE: 1 X 72"

SHIPPING

CARTON LENGTH: 7.5

CARTON WIDTH: 4.5

CARTON HEIGHT: 5.3

CARTON WEIGHT: 1
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