
PRODUCT DETAILS:

Use with power post (50500xx) or other suitable line voltage burial
boxes.
Suitable for use in wet (outdoor direct rain) locations as defined by NEC
and CEC. Meets United States UL Underwriters Laboratories & CSA
Canadian Standards Association Product Safety Standards
Classic lines and heritage details complement traditional architecture
For more information on how to control your landscape lighting via the
Hinkley Home Automation App, click here.
Includes 6" usable AWM lead wires.

APEX
56100BZ
120V PATH LIGHT
Providing peak illumination and sophisticated curb
appeal, Apex Path Lights feature a sleek, durable
design with an oversized canopy that adds
impeccable style and safety to walkways and outdoor
living spaces.
 

DETAILS

FINISH: Bronze

MATERIAL: Aluminum

GLASS: Clear Polycarbonate

DIMMABLE: YES - WITH DIMMABLE
LAMP (NOT INCLUDED)

DIMENSIONS

WIDTH: 12"

HEIGHT: 26.5"

WEIGHT: 3.4lb

LIGHT SOURCE

LIGHT SOURCE: Socketed

WATTAGE: 1-8w Med. LED, 75w Equiv.

VOLTAGE: 120v

MOUNTING

LEAD WIRE: 1 X 36"

SHIPPING

CARTON LENGTH: 13

CARTON WIDTH: 5.3

CARTON HEIGHT: 18.5

CARTON WEIGHT: 4.8
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